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SCHEDA TECNICA PRODOTTO

TECHNICAL DATASHEET

ACCESSORIO PER RECINZIONE: TENDITORI
ZINCATI O PLASTIFICATI

FENCING ACCESSORIE: GALVANIZED OR PVC
COATED TIGHTENERS

Caratteristiche tecniche - Technical features

IMPIEGO TENDITORE

Tenditore zincato o plastificato
in colore verde scuro RAL 6005.

Galvanized or dark green RAL 6005 PVC coating
wire tightener.

Codice prodotto Finitura Misura mm Dimensione mm Packing pz/pallet (pacchi/pallet)

Item code Finishing Measure mm Size mm Packing min unit (min unit/pallet)
NET-191/T2 zincato - galvanized 2 100x30 100 pz x 24
NET-191/T3 zincato - galvanized 3 115x30 100 pz x 24
NET-191/TV2 PVC RAL 6005 2 100x30 100 pz x 24
NET-191/TV3 PVC RAL 6005 3 115x30 100 pz x 24

Rivestimento PVC considerato in accordo con le linee guida del Regolamento “"REACH” 1907/2006/CE. Testato periodicamente in
accordo con l'aggiornamento della Candidate List (SVHC substances) pubblicato da ECHA (Agenzia Europea)

PVC coating complying with the guidelines "REACH” Regulation 1907/2006/CE. Periodically tested in accordance with the update of
the Candidate List (SVHC substances) published by ECHA (European Agency)

La presente scheda tecnica € redatta sulla base di dati forniti direttamente dal produttore attraverso verifiche autonome - This technical data sheet is
drawn up on the basis of data provided directly by the manufacturer through independent checks
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